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▷ Rapid Dryer installation flow chart 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

2. Preparation for 

installation 

5. Product 

installation 

(1) Attach Rapid Dryer, assemble filter, 

connect hose 

(2) Attach controller and connect 

terminal 

(3) Air supply and power connection 

6. Product setting 

and operation 

(1) Product setting 

1) Press ‘SET’ once: Set standard humidity 

2) Press ‘SET’ twice: Set OFFSET 

3) Press ‘SET’ three times: Set DELAY 

4) Press ‘SET’ four times: Return to control  

mode 

 

P - 3 

(1) Move internal materials of 

Micro Dry and remove old 

hygrometer. 

(2) Find ways to take care of 

foreign substances. 

1. Check product 

composition  

- See Pages 4.  

3. Hole drilling 

process 
(1) Mark mid-point of hole 

(2) Drill holes 

 

4. Parts assembly of 

each hole 

- See Pages 5.. 

- See Pages 6.. 2 point 

○2  ○1  

○1  

○2  
- See Pages 7, 8.. 

-See Pages 9,10,11 

- See Page 12 

(1) Attach sensor and cable 

(2) Attach silencer set for air injection 

 

 

Setting 
button 



1. Product composition 
 

No. Item Q’ty 

1 Hole Cutter 1 

2 Humidity Sensor 1 

3 
Silencer set 

for air into 
1 

4 
Urethane hose 

Ø8, L=125 
1 

5 Hi coupler 1 

6 
Urethane hose 

Ø8, L=4000 
1 

7 Sensor Cable 1 

8 Code stopper 1 

9 
Hose guide 

(Bolt mount) 
3 

10 Screw(M4X8) 2 

11 
Rapid Dryer 

Controller 
1 

12 Power cable 1 

13 Filter Guide  

14 
MICRO MIST 

SEPARATOR 
1 

15 MIST SEPARATOR 1 

16 
Urethane hose 

Ø6, L=1850 
1 

17 Name Plate 1 

18 Air Controller 1 

19 
Dry Air Feeder 

(Option) 
(1) 

The above may change for product 

improvement, and this may not be reflected on 

the details. 
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○13  
① 

 

 

 

② 

⑫ 

④ 

⑦ 

⑧ 

⑩ 

③ 

⑪ 

⑨ 

⑤ 

⑮ 

⑥ 

○16  

○17  

○14  

○18  

○19  



2. Preparation for installation 

 

(1) Move contents of Micro Dry and remove the old hygrometer. 
 

1) During hole drilling process, debris (iron powder) can attach to parts causing damage, so move the  

contents of Micro Dry to different areas. 

 

2) Remove the old hygrometer and sensor installed in the upper section of the Micro Dry interior since it  

can interfere with hole drilling process. 

 

 

(2) Debris removal measures 

 

1) Debris may form during the hole drilling process, so find ways to avoid debris from flying inside. 

 

- Example of method 1: Place the inlet port of vacuum cleaner where the hole will be drilled, and keep it  

on while drilling. 

 

- Example of method 2: Place tape around the area where hole will be drilled, so debris can adhere to the  

tape instead of being blown inside. 
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3. Micro Dry hole drilling process 

 (1) Mark the mid-point of the hole 

1) Mark 3 points for hole drilling as follows. 

2) Use a center punch or nail to mark so the drill doesn’t slip. 

 

 
 Refer to the video if this manual is insufficient. 

 

 

 

 

 

 

 

 

(2) Drilling holes 

1) Drill holes by using the Ø12 hole cutter (no.1). 

2) Use file or knife to remove the sharp sections created from drilling. 
 

       
Refer to the video if this manual is insufficient. 

 

 

Hole 1 

Hole 2 

Side top section of Micro Dry  Rear top of Micro Dry 

After drilling 1 After drilling 2 

No.1 

Top side of Micro Dry  

 

Top rear of cabinet 

① Hole center, 
marking 

② Hole center, 
marking 

30mm 

50mm 20mm 

50mm 
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4. Parts assembly of each hole 

(1) Attach sensor 

1) As explained below, assemble the sensor cable (no. 7) and code stopper (no. 8) and slide into  

Hole 1 (see page 6) from the exterior toward the interior. 
 

    
 

    
 

3) Assemble by placing the sensor (no. 4) on the top section of Micro Dry. 
 

 
Refer to the video if this manual is insufficient. 

No.7 

No.8 

Interior of Micro Dry, assembly complete 

Exterior of Micro Dry, assembly complete 

55mm 

1) Fixture hook section 

should face upward 

2) Connection 

section should 

face upward 

Connectino 

Fixture hook 

Tighten screw 

Place the cable on the rear of the sensor so it 

won’t sag downward.  

Make sure the cable is not pulled too tightly. 

Tightening the screw too much may 
damage the case, so take caution. 

Assembly in the interior top section of the 

Micro Dry 

During sensor assembly, remove the 
sensor that has already been installed. 

No.2 

No.7 
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 (2) Assemble silencer set 

1) Assemble the silencer set for air injection (no.3) in Hole 2 (see page 6) as follows. (2-person job) 
 

 
 

   
Refer to the video if this manual is insufficient. 
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Micro Dry exterior part Micro Dry interior part 

1) Slide into Hole 2 from 

the inside, then hold 

the screw to prevent it 

from turning. 

2) Turn from the 

exterior for 

 

Because the rubber ring may become damaged 
when turned with fingers, take caution. 

Interior of Micro Dry  Exterior of Micro Dry 



5. Product installation 

 (1) Installation of Rapid Dryer 

    

  

1) As illustrated in Pic 1 to 2, tighten a SCREW 

(M4x8 No.10) to fit into the hole on the bottom 

of Filter Guide(No.13) and the hold on the 

bottom of a Air Controller(No.18).  

 

2) As illustrated in Pic 3 to 4, place Air Controller 

(No.18) on the top of the back side of Micro Dry. 

Make sure the filter fixing plate is fully close to 

the back side of Micro Dry. 

 

3) As illustrated in Pic 3, insert the hose connected 

to the filter(No.14) into Air-In on No.18 in the 

correct direction of air flow. 

 

4) Insert the hose(No.4) into Air-Out on No.18, and 

No. 3. 

 

5) Connect the power cable (No.12). 

 

6) As illustrated in Pic 4, connect the hose (No. 16) 

on the drain part of filter and then fix it with bolt 

mount (No. 9) as shown in Pic  
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No.18 

No.14 No.16 

No.18 

No.3 

No.12 

No.10 

60m

 

No.15 

 
 

 

No.11(M4X8) 

 

No.13 

Picture.1 

Picture.2 

Picture.3 

Picture.4 



 (2) Installation of Rapid Dryer Controller 

 

 
 

   
 

 
Refer to the video if this manual is insufficient. 

1) Place the controller on top of the Micro Dry, toward the front. 

3) Connect the connector into the slot. 
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2) Connect the sensor cable (no.7) to the Rapid Dryer Controller (no.11). 

No.11 

No.7 

In case the Controller Power is separately 

provided (7~9V) 

※ Caution 

Do not connect the Controller power and the 

Adapter power at the same time.  

 



(3) Air hose connection and air supply 

 

 

 

 

 

 

 

Connect  

Hose(No.6) 

1) Connect the hose (no.15) to  

the filter section (no.6) on the 

right to supply air. 

 

- This product basically supplies  

4M 

- When air must be connected  

from a distance, make sure to 

extend the connection so 

there is no pressure loss. 

2) Control the air pressure by  

turning the air regulator  

after injecting air. 

 

- Recommended pressure:  

2~3kgf/cm2 

- Minimum pressure: 2kgf/cm2 

- Necessary flux : 100ℓ/min 

- Minimum flux: 75ℓ/min 

This device is originally equipped with oil filters, but if a large amount of oil and 

moisture comes from the air compressor, it may cause serious damage to this 

device. Therefore, check the condition before supplying air. 

Micro Mist Separator(No.14) 

Filter replacement cycle:  

6 month (recommended) 

Pressure control regulator 
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Pressure gauge 

(4) Power connection and operation 

1) After connecting to power,  

turn on the power switch of  

Rapid Dry. The humidity and  

temperature will show up on  

the display in a few seconds. 

2) Turn on the controller switch. 

When the indicated humidity  

is over 10%, it will automatically  

operate and stop when humidity  

drops to 8%. 

- This product is set as follows  
when shipped. 
1) Standard humidity 10%rh 
2) Offset -2%rh, 
3) Delay time 10sec. 

- See back for details. 

No.15 

Mist Separator(No.15) 

Filter replacement cycle:  

6 month (recommended) 



6. Rapid Dryer setting and operation 

 (1) Rapid Dryer Controller setting 
  

 
 

1) Press ‘SET’ once: Set standard humidity (range: 5%rh~30%rh) 

Use “UP” and “DOWN” buttons to change the standard humidity. 

The temperature display will show “_H_” 

2) Press ‘SET’ twice: Set OFFSET (range: 0~4) 

   When the apparatus is under operation, set standard humidity where operation should stop. 

The temperature display will show “_O_” 

Example. When the standard humidity is set at “10%” and OFFSET is set at “2”: 

Operation begins when the interior humidity of Micro Dry is increased beyond “10%rh” and stops when  

humidity drops to 8%. (Please note that interior humidity may increase when air supply stops.) 

  3) Press ‘SET’ three times: Set DELAY (range: 0~100 sec.) 

       Set the point of air supply when interior humidity increases, after a few moments. 

The temperature display will show “_t_” 

 (Useful for short periods of material in/out, and stop button should be pressed when materials move  

period is extended.) 

4) Press ‘SET’ four times: Return to control mode. 
 

 (2) Operation method 

   1) When the switch is turned on (see photo above), operation automatically begins according to the set values. 

2) Turn off the above switch when the door of the Micro Dry is open for extended periods. 

 (3) Operation indication 

1) The humidity/temperature values will be displayed when the internal humidity of the cabinet goes down below the set point. 

2) When the values increase, the delay time is indicated on the temperature display, and the countdown begins. 

3) When air is supplied, the supply status is indicated on the temperature display, and the value returns to the temperature when the  

set value is reached. 

DOWN 
▼ 
 
 

UP 
▼ 

SET 
▼ 
 
 

Setting buttons 

Stop supply button (used when door is kept open for long periods) 
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7. Installing Dry Air Feeder (Option) 

 

 
 

 
 

 
 

 

1) As illustrated in Pic 1, 

unfasten the bolt on the side 

of Air Controller. 

 

2) As illustrated in Pic 2, 

insert Dry Air Feeder through 

the screw head to span. 

 

3) As illustrated in Pic 3, 

retighten the screw. 

Pic.1 

Pic.1 zoom 

Pic.2 

Pic.3 
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